
Tannoy GOLD 8 8" Dynaudio BM5 mkIII ADAM Audio A5X 5.5" Focal Alpha 80 8"

Powered Yes Yes Yes Yes
Power Configuration Bi-amped Bi-amped Bi-amped Bi-amped

LF Driver Size 8" woofer 7” woofer 5.5" woofer 8” woofer
LF Driver Type Thermo Molded MSP Cone Carbon, Rohacell, Glass Fiber Polyglass Cone
HF Driver Size 1" Tweeter 1" 2" X-ART tweeter 1"

HF Driver Type Titanium Soft Dome Aluminum Inverted 
Dome

LF Driver Power Amp 50W 50W 100W
HF Driver Power Amp 50W 50W 40W

Total Power 300W Class-AB 100W 100W RMS, 150W Music 140W
Frequency Range 42Hz-24kHz 35Hz-22kHz (±3 dB)

Frequency Response 54 Hz - 20 kHz ±3 dB 50Hz-50kHz
Crossover Frequency 1900Hz, 12 dB/octave 2500Hz
Maximum Peak SPL 110 dB SPL @ 1m 118 dB ≥110dB SPL @ 1m 103 dB

Input Types 1 x XLR, 1 x 1/4", 1 x 
1/8" (aux) 1 x XLR, 1 x RCA 1 x XLR, 1 x RCA (unbalanced), 

1 x RCA (stereolink) 1 x XLR, 1 x RCA

Output Types 1 x 1/8" (monitor link) 1 x RCA (stereolink)
Enclosure Type Front Ported Ported Ported Ported

Enclosure Material MDF with Black Vinyl wrap MDF with Black Vinyl
Height 16.8" 12.5" 11" 15.6"
Width 10.7" 7.3" 6.5" 11.3"
Depth 13.2" 11" 8.5" 13.7"
Weight 30.8 lbs. 16.9 lbs. 14.6 lbs. 28.2 lbs.

Price/Pair $770.00 $1000.00 $1000.00 $1100.00
Detailed Specs DATA SHEET DATA SHEET DATA SHEET DATA SHEET

Source: https://www.sweetwater.com/
For additional specs click on the data sheet links
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https://mediadl.musictribe.com/media/PLM/data/docs/P0C2C/Tannoy_GOLD%208%20P0C2C_Product%20Information%20Document.pdf
https://www.dynaudio.com/professional-audio/classic-bm-range/bm5-mkiii#tech-specs
https://www.adam-audio.com/en/ax-series/a5x/
https://www.focal.com/sites/www.focal.fr/files/shared/catalog/document/alpha80_specification-sheet.pdf
https://www.sweetwater.com/

